SL TYPE [LUMENS| WATTS | LUMINAIRE (CREE) | POLE

HEIGHT [+1’ LUMINAIRE

AMERON POLE

A 3,330 30 RSw-S1

23'-0"

26/_0'

1C1-23-AP6

2,000 30 RSw-S1

23'-0"

26’-0"

1C1-23-AP6

4,806 33 BXSP-B

28'-0"

30°-0"

1C1-28-AP6

10,162 101 BXSP1-HO

28’-0"

30-0"

1C1-28-AP6

Mo |lO|w

11,011 139 BXSP1-HO

28’-0"

30°-0"

1C1-28-AP6

CIRCUMSTANCES.

2
3. HANDHOLE SHALL FACE CURB.

4, SHALL BE PLUMB, MAX VARIANCE 0.08"/FT.
S

4' FROM DRIVEWAY EDGE AND OTHER OBSTRUCTIONS.
6
7. BOLT CIRCLE DIAMETER: 12 1/2" AMERON.
8

BE RATED AT FIVE TIMES B

APPLY 3 LAYERS 3M CO

]_1?1 1/2"

5

18"MI

.

CAP DETAIL
N.T.S

L4 .
\FOUNDA'HON: 1. PCC 560-C—3250 PER SECTION 201 STD.

3. (*) PER MANUFACTURE'S SPECIFICATIONS
4. UNDER GROUND CONDUIT SHALL BE SCH.

FUSEHOLDER TRON HEX (240 VOLT CIRCUIT) WITH BAF
FUSE, BUSSMAN MFG DIV OR EQUAL. FUSE SHALL

(PER BUSSMAN BULLETIN SFH—11).

AND 3 LAYERS OF TAPE NO. 88 OR EQUAL

12" NO. 8 AWG PIGTAIL — IF
v SERVICE DIRECT FROM UTILITY
n COMPANY NO-LOX REQUIRED

LUMINAIRE: CREE LED RSW-S1, BXSP—B, OR BXSP1—HO SERIES
APPROVED EQUAL SHALL HAVE THE EXACT REQUIREMENTS:
240V AC, TYPE Il DISTRIBUTION, GREY COLOR, NEMA 7 PIN PHOTOCELL RECEPTACLE
APPROVED EQUAL SHALL MEET OR EXCEED THE LUMENS IN THE TABLE ABOVE
OPTION POWER SETTING SHALL BE Q4 (FULL POWER)
(*) SOLAR POWERED LUMINARIES, REVIEW WITH TRAFFIC ENGINEERING FOR APPROVAL.

\—MAST ARM: SHALL BE COMPATIBLE WITH POLE TENON AND CONFORM TO ASTM A120 FOR
GALVANIZED STEEL PIPE OR 6063-T6 FOR ALUMINUM PIPE
B (*) OR LONGER MAST ARM PER MANUFACTURER SPECIFICATIONS

POLE
1. SHALL BE OCTAGONAL, SYMMETRICALLY TAPERED, PRECAST/PRESTRESSED CONCRETE, NATURAL GRAY WITH
BLACK AND WHITE AGGREGATE, WITH ANTIGRAFFITI SURFACE. METAL MAY BE USED UNDER SPECIAL

. SHALL BE BASE MOUNTED, DIRECT BURIAL NOT ALLOWED.

. LOCATION {TO POLE CENTER) 2' FROM CURB FACE, 5’ FROM BCR, 6' FROM FIRE HYDRANT CENTER,
. PROVIDE 4’ CLEAR SIDEWALK WITH FROM POLE EDGE PER ADA REQUIREMENTS,
. MATERIALS SHALL BE FROM SAME MANUFACTURER ALONG SAME STREET.

ALLAST LINE CURRENT.

|Lo

TO LUMINAIRE

ELECTRIC TAPE NO. 23

(TYP 4 PLCS).

FOR DISIMILAR METALS,

CIRCUIT

FUSEHOLDER DETAIL

N.T.S

SPECS. PW CONST.

2. ANCHOR BOLTS 17 x 368" x 4" (4) PER ASTM A307 PER SECTION 700-3.2 CONST.

(WIND LOAD 100 MPH MINIMUM).
80.
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